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				NTALB-50 (power supply external) NTALBH-50 (power supply internal)


			

			
			
							Tested, certified, labelled
Conforms to ANSI/UL standard UL-2108 and certified CAN/CSA standard 22.2-9.0

	Adaptable, easy to install
Standard and special lengths on order with suspension cable 



						
			
			

		

		
		
		
				
			Options
Colour of LED tape
	See the spec sheet


Housing 
	Aluminium


Length
	1 meter
	2 meters
	On order **cm/in/ft


Mounting
	Suspension Cables


Optics/diffuser
	Frosted


Downloads
	Spec Sheet


			
			

		

				
		
		
				
			
			Downloadable resources
	LED bar in english | (PDF - 1,060.39kB) >
	Profilé DEL en français | (PDF - 1,141.28kB) >

			

			

		

				
		
					
			Certification
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	Related productsSee all (13)
[image: ]HI power tape NTHP30 - 14.5W/m - 60LED/m - 1250lm/m
[image: ]Accent tape NTUT30 4.6W/m - 60LED/m - 440lm/m
[image: ]HI efficiency tape NTUT60 - 10W/ m - 120LED/m - 880lm/m
[image: ]HI efficiency double row tape NTUT120 - 20W/m - 240LED/m - 1750lm/m




Related projects
[image: ]Voyage Bergeron
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				Products
				
					Constant current Constant voltage power supplyController DISTRIBUTORS LISTED
Horticultural projector serie HORTIXIngroundLAMPLED Tape (Commercial and industrial Professional grade)
Linear/aluminium barNEW ITEMSPAMPHLET DOWNLOADProjector
Projector PRO serieRecessedRetrofitWALL WASHER AND OTHER LED
WE MOVED TO 1995 Francis Hughes, Laval
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