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Natech Industrie 
3154 boulevard Industriel, Laval, QC, H7L 4P7 T: (450) 629-1169, F: (450) 629-1168, www.natechlighting.com, info@natechlighting.com 
 
This specification is valid as of 2015-03 and is subject to change without notice.  Please confirm with the manufacturer before placing an order. 
Copyright 2014 Natech Industrie.  All rights reserved. 
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Color lighting 

Color ring 

Safety warnings 

Please don’t install this control-

ler in lightening, intense mag-
netic high-voltage fields 

To reduce the risk of component 

damage and fire caused by 
short circuit, make sure correct 
connection. 

Check if the voltage and power 

adapter suite the controller 
(12VDC or 24VDC power supply 
with constant voltage) 

Don’t connect cables with power 

on. 

The NTCRL-3C-RFT multifunctional LED controller is a common RGB controller 
with touchable function,  using the most advanced PWM technology.  It’s dedicated 
to control overall RGB color changes of full color LED lights, 3 channels (common 
anode), such as RGB LED module, LED strip, LED flexible tape and other LED 
lights. 
 
The distance of wireless control is about 30 meters.  One remoter can simultane-
ously control all valid code with the effective distance. 
1. Press intensity up  once on the remoter within 3 seconds when first switch on, 

the light will blink 3 times, then the controller can be controlled by this remoter. 
2. It can’t affect the finished matching after changing the battery. 
3. When you want to clear the code, press intensity up  five times when switching 

on again, the light will blinker 6 times quickly if clearing is successful. 
 
 

 
              

 Input voltage: 12VDC - 24VDC   

 Loadable current: Max 6A x 3  

 Output power: 216W @ 12V  

   432W @ 24V  

 Color modes: RGB gradual    

 Grey steps:   256 steps per RGB  

 Intensity steps: 8 steps      

 Working temp: -35°C-55°C    

 Controllable distance: Maximum 30 meters  

 Accessories:   2pces AAA batteries (not included)  

        


