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		HI power tape NTHP30 - 14.5W/m - 60LED/m - 1250lm/m


		
		
		
			
			
						
				
				Available in various colours including a range of white colour temperatures, this flexible tape measures 12mm in width. It includes 60 LEDs per metre, using 14.5W. It is an excellent choice for signage, orientation, decorative and accent lighting. With an IP67 rating it is suitable for wet conditions.


			

			
			
							Choice of colors
Standard white color temperatures 3000K, 4100K and 5000K as well as red, green, blue and amber all available on order

	Suitable for outdoor use
Can be fitted with an IP67 rated silicone tube casing for use in wet conditions (WP)

	Installation
The NTHP30 must absolutely be installed on a surface that allows heat dissipation or it must be inserted in one of our many LEDBAR aluminum profiles available to allow heat transfert and thermal management.



						
			
			

		

		
		
		
				
			Options
Colour of LED tape
	See the spec sheet


Voltage
	12VDC
	24VDC


Downloads
	Spec Sheet
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	Related productsSee all (36)
NTALB-05
NTALB-06
NTALB-07
NTALB-08




Related projects
Lortie et cie, Boisbriand, Quebec
Impulsion illumined playground Luminothérapie
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				Products
				
					Constant current Constant voltage power supplyController DISTRIBUTORS LISTED
Horticultural projector serie HORTIXIngroundLAMPLED Tape (Commercial and industrial Professional grade)
Linear/aluminium barNEW ITEMSPAMPHLET DOWNLOADProjector
Projector PRO serieRecessedRetrofitWALL WASHER AND OTHER LED
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